
 

 

 

 

 

Construction 

These modules are made using: 

High-efficiency monocrystalline solar cells,  

Transparent ethylene vinyl acetate (EVA) encapsulation, 

3.2 mm low iron, tempered glass, 

Flame resistant TPT laminate backing. 

They are guaranteed maintenance free. 

They have a corrosion-resistant, anodized aluminium frame 

and weather resistant junction box with pre-mounted solar 

cables and MC connectors.  
 

 

Specifications 

Maximum power Pm = 180 W  

Optimum power voltage Vmp = 36.4 v 

Optimum operating current Imp = 4.95 A 

Open circuit voltage Voc = 43.6 v 

Short circuit current Isc = 5.45 A  

Test conditions  AM 1.5, 1000 W/m2, 25 ± 2 deg C 

Number of cells = 72 

Temperature range –40deg C to +85deg C 

3 Bypass diodes 12 A 

Front Cover, High transmission tempered glass 3.2 mm 

EVA encapsulated cells 

TPT laminate substrate 

Frame, Anodized Aluminium Alloy 

Hail resistant to 23 m/s, 7.5g 

Dimensions: 1580 x 808 x 35 mm 

Mass = 15.5 kg  

Lifetime: minimum 90% performance at 10 years, 80% at 25 years 

Fuse Rating 10 A  

  

 


